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Consistency of drawings in the special case of TLD 

 

for use in the VW group 

 

 

Technical Guideline Documentation (TLD) 

 
Continuously replacing the previous D-characteristics 

in the VW group 

Consistency of Special Characteristics in the VW Group 



21.06.2013 Page 3 © GRAMMER AG,  Truckenbrodt Gerd / Spielmann Sven,  A_015_014,  Rev. 00 from 08/2013 

 

Number system 

 

 TLD 812 025 V7 
  

 8  Main group 

 12  Sub-group 

 025  Consecutive number 

 

 V Brand/Production Location 

  

 

 

  

 7 Vehicle type     

  1 Passenger car (Pkw)  

  7 Utility vehicle (Nfz)  

  8 Multi purpose vehicle (MPV)  

Consistency of Special Characteristics in the VW Group 
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Consistency of Special Characteristics in the VW Group 

 

TLD sheets of VW 
  

 Technical Guideline Documentation (TLD) 

 
 TLD has no independent applicability. 

  

 Like standards and other specifications, the TLD must be specified on 

the drawing to be applicable. 

 

  

 Special characteristics   

  Retention periods extended  

  Verification of the characteristic via capability test or 100% testing

 Yearly re-qualification instead of 3-5 year periods in dependence   

 of OEM 
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Consistency of Special Characteristics in the VW Group 

Archiving of TLD sheets 
  

 TLDs are handled like VW customer specifications. 

 

 Archiving under the original VW number in SAP-DVS.  

  

 Each designer & product developer who specifies TLDs in his 

drawing is responsible for procurement and forwarding to the 

standards office (veronika.heimler@grammer.com). 

 

 Access in SAP via ZCV04, document type SPZ 
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Consistency from the assembly drawing 

down to the part drawings  

 

TLD characteristics must be broken down from the assembly drawing to the level 

where the characteristic is created. 

 

 

Characteristics in the assembly drawing fall into 3 possible categories  

 

 a) The characteristic is created at the customer after delivery; 

     Does not pertain to the delivery scope of Grammer  

 

 b) Characteristic is created at Grammer; 

     Pertains to the scope of delivery / scope of manufacturing of Grammer 

 

 c) Characteristic is created at the supplier; 

     Pertains to the delivery scope of the supplier 

 

Consistency of Special Characteristics in the VW Group 
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a)  Does not pertain to the delivery scope of 

Grammer  
  

   No further documentation of the characteristic 

  

     Example:  

 Seat is locked in place in the vehicle 

 

 No verification by Grammer 

 Exception note on assembly drawing possible 

 e.g. D: TLD xxx is applicable except for: item 2 

  See text module from library 

Consistency of Special Characteristics in the VW Group 
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b) Pertains to the delivery scope of 

Grammer at assembly level  
  

 Documentation down to the level where the 

characteristic can / must be verified 

 

 Example:  

 Tightening torques on assembly drawing with 

identification as D-characteristic 

 

 No reference to TLD on the part drawing for  

screw / metal part 

 

 

Consistency of Special Characteristics in the VW Group 
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b) Pertains to the delivery scope of  

Grammer at assembly level  
  

 Documentation down to the level where the 

characteristic can / must be verified 
 

 Example:  

 Correct ECE label on the child safety seat  

 Identification as D-characteristic on assembly 

drawing 
 

 No identification as D-characteristic  

 on the drawing of the label 

 

 

Consistency of Special Characteristics in the VW Group 
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Consistency of Special Characteristics in the VW Group 

c)  Pertains to the delivery scope of 

Grammer at part level  
  

 Documentation of the characteristic across all 

drawings from the assembly to sub-assemblies 

 to the individual part as D-characteristic 

  

 Example:  

 Fire protection as per FMVSS302 / TL 1010 / … 

  

 - on assembly drawing TLD as D-characteristic 

 

 - the TLD xxx is specified for the part as 

       D-characteristic with item 16 TL1010 
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Consistency of Special Characteristics in the VW Group 

At Grammer, a TLD can currently be specified on a drawing in 3+1. 

1. The TLD is applicable across the board. 

 

 

 

2. The TLD is applicable except for the excluded items. 

 

 

 

 

3. The TLD is only applicable to the explicitly stated items. 

 

 The respective item must be briefly described. 

 Optionally describe relevant standard, except for TL 1010, 

which must always be described. 

 

 Tightening torques and forces must be entered unless they 

are already specified on the drawing. 

 

 

 

 

 

 

4. Not all parts are described in the TLD, but the flammability 

must still be verified. 

 Can never be specified independently on the drawing, only 

in connection with a TLD. 
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Consistency of Special Characteristics in the VW Group 

Required writing convention on the Grammer drawing  as in VW document with blanks, but without dots 

 

TLD XXX YYY ZZ    correct 

TLD XXXYYYZZ      incorrect 

TLD.XXX.YYY.ZZ    incorrect 

 
As a basis, only predefined text modules may be used from the library. 

 Q:\catiabibliothek\LIBRARYS\GRAMMER\2D\GAG_AUTOMOTIVE_LIBRARY.catalog 

D_Merkmale/D_CHARACTERISTICS 

 

 

 

 

 

 

 

 

 

The selected TLD must be recorded in SAP. 

Tip: To spare the CAD designers the 

effort of drafting the TLD entries anew, 

these are collected on VCxyz. 
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• No TLD is selected for this drawing 

• Only the flammability is a D-characteristic 

 

• There is one TLD selected for this drawing 

 

 

• The parts not described in the TLD must be additionally 

tested in accordance with TL 1010  

 

 

• There are two TLDs selected for this drawing 

 

 

 

 

 

• The parts not described in the TLD must be additionally 

tested in accordance with TL 1010 

 

• May never be entered solely on the drawing 

Consistency of Special Characteristics in the VW Group 

Counting of D-characteristics on the drawings:   

• One D-characteristic is counted in the title block for each TLD 

• Other D-characteristics also count as one in the title block 
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Consistency of Special Characteristics in the VW Group 

Drawing entry on 

customer drawing 
TLD 811 045 V1 and TL 1010 are specified on the customer drawing 

No listing of 

documents 

in the 

Grammer 

area 

No overbar 
(not relevant at Grammer) 

1 

2 

3 

Correct Wrong 
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Consistency of Special Characteristics in the VW Group 

Drawing entry on the respective Grammer drawings 

In this case, e.g. the foam plastic part, the rear cover and the support rod with punched sleeve 

No overbar 

No listing of 

documents 

1 

2 

3 

Correct Wrong 
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Additional drawing conventions to be observed: 

 

 
No D-characteristics may be entered under specifications in the title block 

 

 

 

 

TL 1010 with overbar has no meaning at Grammer 

 

Each characteristic must be described with text, it may not be entered 

solely 

 

Specifications may not be entered twice on the drawing 

 

 

 

Existing drawings remain unchanged if they are correct as to their contents, i.e.: 

• somewhere on the drawing, at least one D: must be entered in connection 

 with the characteristic 

or 

• a "D" must be entered in connection with the  

characteristic 

and 

• at least one D must be entered in the title block 

Consistency of Special Characteristics in the VW Group 

Somehow correct Wrong 
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Tips for CATIA: 

 

• Insertion of the detail 0-point exactly on the right margin 

• For the new drawing standard (with 2D details) exactly at X=185 mm 

 

 

 

 

 

 

 

 

 

 

 

• The TLD details can also be easily inserted in existing text fields, since they are 5 mm in height and     

120 mm in width 

Consistency of Special Characteristics in the VW Group 


